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July 18, 2012

SUBJECT: Addendum No. One to the Specifications and Drawings for replacement of Instrument Landing

System (ILS) for runway 13R at Houma-Terrebonne Airport in Houma, LA.

This Addendum modifies and takes precedence over the original Specifications and Drawings and forms a part of the
contract documents.

Clarifications

See separate 2 page attachment; drawings including notations in red.

Questions and Answers

1.

Is a geotechnical report available in sufficient detail for evaluating the following:

Confirming the 40 ft. column depths shown on drawing C002 will provide sufficient bearing capacity for
the array? No Geotechnical report available, Navaids Engineering Confirm that is the 40 feet column
depths shown on drawing HUM-D-LOC18-S002 will provide sufficient bearing capacity for the
array.

Confirming amount of top soil and stripping required for construction of the access roads, pads, etc?
Provide 8 min., 95% after compaction. It is up to the R.E. judgment.

Confirming the suitability of subsurface soils for road construction, etc? The materials containing brush,
roots, sod, or other perishable material, will not be consider suitable. The suitability of the material
shall be subject to approval of the R.E.

Confirming the depth to the water table? We do not expect water table at the depth indicated in the
plans.

We are concerned that a significant volume of top soil, loose fill, and other debris may have been disposed
at the localizer/array end of the airport during construction or other earth disturbance activities. A shallow
water table resulting in soft soils is also anticipated. These variables can significantly affect the cost of this
work depending upon the amount of stripping, undesirable or soft soil removal required, and amount of
haul-in materials required meet the desired grades. Please specify this question.

In the absence of a geotechnical report or other information, is there an amount of stripping and
undesirable soil removal that all bidders should assume in their price to ensure all are bidding on the same
scope of work? Up to each bidder according his judgment during the pre-bid meeting (site visit).

Specification 02200, Earth Work, states conform to the elevations indicated; however, a grading plan is
not provided in the drawings. Are we to assume that existing topography is essentially at the elevations for
the new roads and that only minor filling and cutting to shape the roads is required? Some area needs
more cut and fill and some area needs less cut and fill and it is up to the contractor (bidder)
judgment during the site visit (pre- bid meeting) and up to the R.E. judgment during the
construction.
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Please confirm what geotechnical and material testing will be provided by FAA and what the contractor is
expected to provide. There appears to be conflicts in the RFP documents. Just follow the plans and the
specs.

Section 02223-1.03B indicates contractor arranges and pays for an independent laboratory to sample and
test proposed aggregate materials. Please identify tests required. Delete “the testing laboratory to sample
and test proposed aggregate fill material”. Contractor has to provide fill material with the R.E.
approval before place it.

Section 02223-2.01 indicates crushed granite is required and crushed limestone is indicacted in other parts
of the RFP documents. Please clarify if crushed limestone is acceptable for all crushed rock applications.
Use Crushed Limestone.

The final location of the array was unresolved at the time of the pre-bid meeting. Should the bids be priced
with the location as shown on the RFP documents? At the present time the contractor needs to follow
the engineering package unless the airport improve the area and it is up to the R.E. to issue a credit
to the FAA or change order to be paid by the FAA to the contractor.

LOC CO001 — Do the bollards require covers or just painting and decals? No cover required (Cap).

LOC C002 — Note 8 indicates a 200’x6” walkway is to be installed behind the array. Is this walk way
gravel, concrete or something else? It is Limestone.

LOC C002 — Note 12 Has the permit for the culvert installation been obtained from the City of Houma,
and if so, can it be provided for consideration? Delete Note 12 and the related drawing. (See Attached,
HUM-D-LOC18-C002).

LOC C002 — What is the approximate length of the trench from the FTI pad to the Localizer?

For sheet LOC-C002: the proposed length is +/- 330 (the pad coordinate needs to be corrected to be
29 33’ 15.90” N, 90 39” 33.93” W).

For sheet GS C001: the proposed length is +/- 1900 (the pad coordinate needs to be corrected to be
29 34’ 20.90” N, 90 39° 22.87”°W).

LOC C002 What size and material conduit is to be used for the AT & T run from the FTI pad to the
Localizer? Use 3” PVC conduit ( schedule 40).

LOC C002 — The transformer is being upgraded from what to what? Utility company will remove the
existing transformer and they will provide 25 KVA, the contractor has to provide his bid according
to this information (see HUM-D-LOC18-E001, 1/E001).

LOC C003 & S001 - Pull box on detail A/C003 does not match size specified on 1/S001. Please clarify.
Correct the size to be 3°X3’. (See Attached, HUM-D-LOC18-5001).

LOC S001 - Detail 3 indicates concrete steps & detail 8 indicates fiberglass steps. Please clarify.

The additional steps are for maintenance of the air-condition and contractor shall provide MCDUFF
FIBERGLASS STEPS 49” HEIGHT W. HANDRIL (713)672-2700 OR 1-800-542-5523.
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16. LOC S002 — Are the vertical piers to be cased during installation or is slurry drilling permissible?
The slurry drilling permissible.

17. GS C002 Are guard post the same specs as bollards? Yes

18. Will any night time work be required? So Far No.



